Text book Assi gnnent :

Assi gnment

“Sewi ng Machi nes.”
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Pages 9-1 through 9-39.

7-1.

7-2.

7-5.

Learning Objective: Identify
types, operating characteristics,
conponents, and functions of

sewi ng machi nes used by the PR

Sewi ng machines are classified as
how many basic types?

1. One
2. Two
3. Thr ee
4, Four

Which of the following parts of a
sewi ng machine forns the stitch?

Rot ary hook
Gscillating shuttle
Both 1 and 2 above
Thread take-up |ever

AW o

Which of the followi ng types of
stitches is npbst commonly used
and made by sew ng machines?

1. Lock stitch

2. Chain stitch

3. Conpound stitch

4. Either 2 or 3 above,
dependi ng on the nodel of
machi ne

Sewi ng nmachi nes have how many
basic parts?

1. One

2. Two

3. Three

4. Four

Material that is being sewn on a

sewing machine is held in posi-
tion by which of the follow ng
parts?
1. The needl e bar

2. The pressure foot
3.  The feed dogs

4.  The pressure bar
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7-6.

7-7.

7-8.

7-10.

7-11.

Wi ch of the follow ng machines
is classified as an oscillating
machi ne?

1. 211 w 155

2. 111 w 151

3. 111 w 155

4, 31-15

What is the recommended stitches
per minute for the 31-15 machi ne?
1. 1, 500

2. 2,000

3. 2,200

4, 1, 800

What is the stitch range of the

31-15 mmchi ne?

1. 5-32 spi
2. 7-32 Spi
3. 3-15 spi
4. 4-22 spi

The 31-15 sewing nmachine can sew
canvas up to a maxi num of how
many ounces?

1. 6
2.2
3. 8
4. 4

A sewing nachine that is in

constant use should be oiled how

often?

1. Once a day

2. Twice a day

3 Everytine the bobbin is
changed

4. Every hour

VWhat type oil is recommended for

oiling a sew ng nachine?

1. 10W ni ner al

2. 20W castor base

3. 3-in-1

4. SAE 30



7-12.

7-13.

7-14.

7-15.

7-16.

How much oil is used on each
oiling point on a 13-15 nmachi ne?

1. One drop

2.  Two drops

3. Three drops

4, Until the oil wck is
sat urat ed

What is the proper class and

variety of the needle used in the
31-15 ‘machi ne?

1 7 x 17
2. 16 x 87
3. 31 x 15
4. 87 x 16

A properly timed needle bar on a
31-15 sewng nmachine will have
the needle bar |ocated so that
the point of the shuttle will be

how far above the eye of the
needle on its upstroke?

1. 1/16 in

2. 1/32 in

3. 1/4 in

4, 1/2 in

Prior to naking any adjustnents

on a sew ng nmachine, a good rule
to follow is to do which of the
fol | owi ng?

1. Set the stitch length to 0

spi

2.  Check the troubleshooting
chart

3. Set the stitch length to 8
spi

4, Renpve the belt fromthe
clutch pulley

When the point of the needle
reaches the naterial, the feed
dogs should be at what position?

1. On the down stroke and even

with the throat plate

2. One full tooth above the
throat plate

3 On the up stroke and even
with the throat plate

4, One full tooth below the

throat plate
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7-17.

7-18.

7-19.

7- 20.

7-21.

When adjusting the feed eccentric
on the 31-15, the stitch

regul ator should be set at its

| owest position. This is done so
the machine will do which of the
fol | owi ng?

1. Formits shortest stitch

2. Prevent any |oose novenment in
the feed eccentric

3. Formits longest stitch

4.  Prevent the needle from
hitting the throat plate

What
of the feed dogs for
material ?

1. One full tooth above the
throat plate

2. glightly nore than one tooth
above the throat plate

3. Even with the throat plate

4. Slightly less than one tooth
above the throat plate

is the recommended setting
|'i ghtwei ght

When selecting a needle to be
used on cloth, which of the
following type points would you
sel ect?

1. A dianond-shaped point

2. A sharp round point

3. A triangle point

4. A half-round point

Why shouldn’t a cutting point

needl e be used when sewi ng canopy
fabric?

1. It will break the top thread

2. It will break the bobbin
t hread

3. It will cut the warp and
filler threads

4, It will not make a lock
stitch

What, if anything, is the purpose

of the grooves on both sides of a
16 x 87 sewi ng nachi ne needl e?

1.  They prevent the hook from
striking the needle

2. They tell the class and
variety of the needle

3.  They serve no purpose

4. They allow the thread to fall
back into the needle when it
enters the naterial



7-22.

7-23.

7-24.

7-25.

7- 26.

7-217.

7-28.

VWat deternmines the size of a
needl e?

1. Di aneter of the needle
2. Needle eye size

3. Both 1 and 2 above

4.  Thread groove size

VWat determines the correct size
of needle to be used on a

proj ect ?

1. The type of thread
% The size of thread
: The material to be

4, Al of the above

sewn

What size needle would you use if
you were going to sew five plies
of nylon using type “E' thread?

1. 18

2. 20

3. 21

4, 24

What size needle should you use
to sew elastic webbing?

1. 18

2. 20

3 22

4. 24

When the bobbin is properly
threaded into the bobbin case
the bobbin will turn clockw se
when the free end of the thread
is pulled.

1. True
2. Fal se
What

should you do to Prevent the
needl e thread from fouling when
you start to sew?

1. Backstitch 1/4 in

2. Backstitch 1/2 in

3. Hold both threads unti
have made two or three
stitches

4, Overstitch 1 in

you

When reqgulating the tension on
the needle thread, you nust

renenber that the

1. needle bar nust be all the
way down

2. presser foot must be up

3. needl e bar nust be all the
way up

4, presser foot must be down
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7-29.

7-30.

7-31.

7-32.

7-33.

7-34.

A properly forned stitch wll
have the threads locking in which
of the following positions?

1. In the bottom ply of naterial
2. In the center of the

t hi ckness of naterial
3. In the top ply of material
What is used to regulate the

pressure on the material?

1. The pressure-regulating
t hunbscr ew
2. The pressure-regul ating hex

nut
3. The pressure-regulating
spring

4, The pressure-regulating disc

If the thread take-up spring is
not correctly set, you should

| oosen the setscrew in the arm of
the machine and turn the tension
adjusting stud in which direction

to |l essen the novement of the
spring?

1. To the right

2. To the left

3. Toward the front

4, Toward the rear

The class 7-33 sewing machine is
i ntended for what type of work?

1. Sewing light to nedium canvas
2. Sewing light canvas only

3. Sewing nedium canvas

4. Sewi ng heavy canvas

VWat is the difference between
the 7-31 and the 7-35 nachi nes?

1. The 7-23 has a clutch on the
bal ance wheel

2. The 7-31 mekes a zigzag
stitch

3. The 7-31 has a clutch on the
bal ance wheel

4,  The 7-35 is a heavy weight
machine and the 7-31 is a
nmedi um wei ght nachi ne

To renove the bobbin from the
7-33 sewi ng nachine, you nust
the bobbin case release spring.

use

1. True
Fal se



7- 35.

7- 36.

7-37.

7-38.

7-39.

7-40.

When repl acing the bobbin in the
7- 33 sewi ng machi ne, you shoul d
| eave about how many inches of
thread hanging free from the
shuttle?

212
3 2
3. 3
4. 4

The class 111 sewi ng machi nes are
capabl e of sewing up to how nany
stitches per mnute?

BN -
oo
o
o
o

Wi ch of
woul d you use for
mat eri al s?

the follow ng nmachines
bi ndi ng heavy

1. 31-15
2. 111 W 154
3. 31-TB

4. 111 W 150

Which of the following parts of a
class 111 sewi ng nachine re-
engages the needle with the hook
driving assenbly after clearing a
thread jan?

%. Needl e-def | ecting hook washer
- Rotary hook assenbly

3. Rotary hook saddle

4, Safety-clutch lock stud

What is the first step in tining
a 111 W series sew ng machine?

Set the eccentric on 0 psi
Set the needl e bar

Line up the timng narks
Loosen the needle bar pinch
screw

BwneE

The class 111 W 151 sewi ng
machi ne has what type of feeding
action?

1. Needle drop and alternating
presser foot

2. Needle drop

3.  Conpound feed only

4, Vibrating drop
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7-41.

7-42.

7-43.

7-44.

7-45.

7-46.

7-47.

To set a needle bar that has no
timng nmarks, you nust first set
the feed eccentric to how nany
stitches per inch?

) 3
3. 6
4. 8

The eye of the needle should be

how far bel ow the sewi ng hook
when it is set properly?

1 1/8 in

2 1/16 in

3 3/32 in

4 5/16 in

Wen centering the feeding
action, what is the distance
between the needle bar and the
pressure bar?

1 1/16 in
2. 7/32 in
3. 3/32 in
4. 17/32 in

The 111 W 152 sewi ng nachi ne has
alternating pressers with a lift
of how many | nches?

33
3. 3/8
4, 5/ 16

The 111 W 154 sew ng nachine has

a presser foot lift of how many
i nches?

1. 1/2

2, 2/3

3. 3/8

4, 17/ 32

On a 111 Wclass sewi ng nachine,

what would indicate that the
bobbin case needs oil ?

1. The oil wck

2. The green felt pad

3. The black felt pad

4, The oil reservoir

The needle that is used in a
rotary sewi ng machine has how
many parts?

1.

2.
3.
4.

O~No U1



7-48.

7-49.

7-50.

7-51.

7-52.

7-53.

7-54.

How i s the bobbin thread tension
regulated on a rotary type sew ng
machi ne?

1. A thunmb screw on the nachine
face

2. A smal|l screw on the outside
of the bobbin case

3. An adjusting nut on the
bobbi n case

4, A small screw on the feed
eccentric
VWat feature on the 211 W 151

sewi ng machine prevents damage to
the sewi ng hook?

1. An automatic safety gib

5. A hook gib

- A safety pulley

4. A safety clutch

What is the maxi mum speed of the
211 W 151 sew ng nachi ne?

1. 3,000 rpm

2. 3,500 rpm

3. 3,800 rpm

4, 4,000 rpm

VWat needle is used in the 211 W
151 machi ne?
1. 135 x 17
2. 135 x 7
3. Either 1 or 2 above
depending on the Iift
4, 16 x 87

Wth 1/4 inch clearance under the

presser foot, what needle is used
on a 211 W 151 sewi ng nachi ne?
%. 135 x 22
- 16 X 87
3. 135 x 7
4, 1.35 x 17
What needle would you use with a
cl earance of 3/8 inch?
1. 1.35x 22
2. 16 x 87
3. 135 x 7
4. 135 x 17

When setting the needle into a

211 w 151, which direction should
the long thread groove face?

%. Ri ght

- ARt

3. Forward

4,  Left
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7-55.

7-56.

7-57.

7-58.

7-59.

7-60.

7-61.

When setting the relative
position of the presser and
needl e bar on a 211 W 151

machi ne, how nuch clearance nust
be mai ntai ned?

properly set feed dog on a
11 W 151 nachine will show a
full pl ate
when the feed dog is at
| owest position.

1
2
3.
4. 3/32 i
A
2

tooth above the throat
its

1. True
2. Fal se

The hook saddle on a 211 W 151
machine is lubricated by which of
the followi ng methods?

A felt pad

An oiling wick
An oil reservoir
A wool pad

1

2.

3.

4.

Which of the follow ng sew ng
machi nes makes a zigzag stitch?

1 142 W 151

2 143 W2

3. 142 W15

4 111 w 143

VWat is the maxi mum throw of the
143 W 3 needl e bar?

1 9/16 in

2 7/16 in

3 5/16 in

4 3/16 in

VWat is the maxi mum throw of the
needl e bar on a class 143 W2

sewi ng nachi ne?

1. 3/8 in
2. 5/16 in
3. 1/4 i

4, 3/16 in

Which direction does the long
thread groove face on the 143 W3
sewi ng nachi ne?

1. For war d
2. Aft

3. Lef t

4. Right



7-62. \What type of stitch is forned by 7-63.  What will happen if you turn the
a

nodel 99R-3 sewi ng machi ne? zigzag regulating knob clockw se
as far as it will go on a nodel
1. 302 99R sewi ng machine?
2. 304
3. 306 1 It will make a wider stitch
4, 308 2 It will make a straight
stitc
3 It will sew backwards
4 It will nmake a narrow stitch
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